
Ply-Seal® Splicing Irons are designed for welding Ply-Seal® 
products together onsite or at the shop. The adjustable  
thermostat allows the Irons to maintain the proper          
temperature for splicing various types of Ply-Seal® foams. 
The Teflon covers are replaceable if damaged and are     
designed with a peal-and-stick backing for quick              
replacement. Available in different sizes, the most common 
for welding Ply-Seal® joint seals is 4 1/2” x 14”. The smaller 
unit of 2 “x 14” is designed for seals less than 1 1/2” x 1”.   

Ply-Seal® Splicing Irons 

Ply-Seal® Splicing Iron Order Information 
 
PS 414— Large Splicing Iron with adjustable Thermostat 
PS 214— Small Splicing Iron with adjustable Thermostat 
 
 

Limited Warranty: Polyset Company Inc. makes no warranty, expressed or implied, including any warranty of merchantability of fitness for a part icular purpose. The sole remedy of Purchaser for any claim con-
cerning this product, including, but not limited to, claims alleging breach of warranty, negligence, strict liability or otherwise, is the replacement of product or refund of the purchase price, at the discretion of  
Polyset Company Inc.  Any claims concerning this product shall be submitted in writing within one year of the delivery date of this product to Purchaser and any claims not presented within that period are waived 
by Purchaser. IN NO EVENT SHALL POLYSET COMPANY INC. BE LIABLE FOR ANY SPECIAL, INCIDENTAL, CONSEQUENTIAL (INCLUDES LOSS OF PROFITS) OR PUNITIVE DAMAGES. Copyright © 2016 Polyset 
Company, Inc. All rights reserved. Revised 8/16.  


